
Continuous Wave
Laser Cleaner
Fast, Precise & Environmentally Friendly
Non-Contact Laser Cleaning
Engineered for reliable industrial performance, the HPC CW

Laser Cleaning System available in 2kW & 3kW variants

delivers fast, non-contact surface preparation without the

abrasives, chemicals or clean-up associated with

sandblasting. Its continuous high-power laser beam removes

rust, paint, oxides, grease, oil and coatings with controlled,

consistent results.

Ideal for weld and coating preparation, corrosion removal,

paint stripping and component restoration, it is suited to

manufacturing, fabrication, automotive, aerospace, rail and

shipbuilding. With minimal consumables and no abrasive

media, CW laser cleaning offers a cleaner, more efficient

approach to surface preparation.

User-Friendly Touchscreen Interface: 
A simple, intuitive screen makes everyday operation
straightforward for any operator.

Low Maintenance Design: 
A simple, reliable build with a non-contact cleaning
process keeps running costs and downtime to a
minimum.

Innovative Features:

Dual Power Options: 
Available in 2kW or 3kW Continuous Wave Fibre Laser
Source, so you can choose the output that best matches
your cleaning demands.

Single & Dual Axis Head Options: 
Select the head configuration that suits your application,
from simple single-axis work to more complex dual-axis
coverage.

Integrated Pilz Safety Relays: 
Integrates with emergency stops, safety interlocks, gate
switches and light curtains to monitor circuits and isolate
machine power on hazard detection.

High-Speed Surface Cleaning: 
Removes rust, paint, oxides, grease, oil and coatings
quickly, boosting productivity on the shop floor.

Lockable Emergency Stop Function: 
A secure, lockable E-Stop adds an extra layer of workplace
safety.

Ergonomic Handheld Cleaning Head: 
Designed for comfortable, fatigue-free handling during
extended operation.

Lightweight Head Paired with a Fibre Cable:
A robust, durable, 10m fibre cable for extended reach,
providing flexibility to clean components over a larger
area.

Water-Cooled System: 
Keeps the laser source running at optimal temperature,
supporting a greater duty cycle for sustained industrial
use.

Adjustable Laser Power: 
Fine-tune output across a 10–100% range, giving
precise control over intensity for different materials and
contaminants.

Adjustable Cleaning Width: 
Covers up to 300mm per pass, reducing the number of
passes needed on larger surfaces.
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Laser Power: 2kW or 3kW 

Laser Type: Continuous Wave (CW) Fibre Laser

Laser Source: 2kW/3kW MaxPhotonics source 

Laser Wavelength: 1064nm

Laser Power Adjustment Range: 10–100% 

Head Configuration: Single & Dual Axis options

Adjustable Cleaning Width: Up to 300mm Wide

Delivery Cable:   Industrial-grade 

                                   (10m with option for 15m) 

Cooling System: Water-cooled & optional 

Gas Connection: Prolongs the life of the lenses 

                                    & increases work period

Safety: Integrated Pilz safety relays, 

                   Lockable emergency stop control

Interface: User-friendly touchscreen

Power Consumption: <2300W

Machine Dimensions: (base unit only) 630mm(W),                 

                                            1000mm(D), 910mm(H)

Machine Weight: 250kg

Power Supply: 2kW: 230V single phase 32Amp

                                3kW: 415V 3-phase 32Amp

Warranty: 2 year onsite (excludes consumables)

Lightweight Head, For Easy Handling

User Friendly Touchscreen Operation

Self Contained Water Chiller

Adjustable Cleaning Width

10m Long Fibre Cable

Non-Contact Laser Cleaning: Featuring:

Outstanding Results:
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